
SERIA 900  Center-driven
Open hinge  1.07 in.  pitch(27.2mm)

SERIA Center-driven
Closed hinge  1.44 in.  (36.6mm)
pitch

SERIA Center/Hinge-
driven  Closed hinge  1 in. 
(24.4mm) pitch

SERIA 200  Hinge-driven
Closed hinge  2 in.  pitch
Non flush edge

(50.8mm)
SERIA 400  -driven
Closed hinge  2 in.  pitch

Center
(50.8mm)

SERIA 800  -driven
Open hinge  2 in.  pitch

Center
(50.8mm)

SERIA Hinge-driven
Open hinge  0.5 in.  pitch(12.7mm)

SERIA Center/Hinge-
driven   Closed hinge  1.5 in. 
(38.1mm) pitch

SERIA 2200  -driven
Open hinge   Sideflexing  1.5 in. 

 pitch

Hinge

(38.1mm)

SERIA 2400 (1.7 & 2.2) 
-driven   Open hinge

  1 in.  pitch
Hinge
Sideflexing (25.4mm)

SERIA 200  Hinge-driven
Open hinge   2 in.  pitch(50.8mm)

SERIA 400  Center-driven   
Closed hinge  2 in.  pitch(50.8mm)

SERIA 800  -driven
Open hinge   2 in.  pitch

Center
(50.8mm)

SERIA 900  -driven   
Closed hinge  1.07 in.  
pitch

Center
(27.2mm)

SERIA Hinge-driven
Open hinge   0.6 in.  pitch(15.2mm)

SERIA Center driven   
Closed hinge  1.44 in.  (36.6mm)
pitch

SERIA Center/Hinge-
driven   Closed hinge   1 in. 
(25.4mm) pitch

SERIA Center-driven   
Open hinge  2.5 in.  (36.5mm)
pitch

FLUSH GRID SURFACE

FLAT TOP SURFACE

W celu uzyskania szerszej informacji, prosimy o kontakt:

Grzegorz Bartus
tel. 530 715 888
e-mail: g.bartus-kuba@wp.pl

Roman Mucka
tel. 793 715 888

e-mail: r.mucka-kuba@wp.pl
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PERFORATED FLAT TOP SURFACE

RAISED RIB SURFACE

W celu uzyskania szerszej informacji, prosimy o kontakt:

Grzegorz Bartus
tel. 530 715 888
e-mail: g.bartus-kuba@wp.pl

Roman Mucka
tel. 793 715 888

e-mail: r.mucka-kuba@wp.pl

SERIA 200 Hinge-driven
Closed hinge  2 in.  pitch(50.8mm)

SERIA 800   
 

Center-driven   Open
 hinge    2 in.    pitch (38.1mm)

SERIA 900  -driven
Closed hinge   1.07 in.  
pitch

Center
(27.2mm)

SERIA 1100   -driven   
Open hinge   0.6 in.  pitch

Hinge
(15.2mm)

SERIA 1800 Center-driven
Open hinge  2.5 in.  pitch(63.5mm)

SERIA 100 Center-driven
Open hinge   1 in.  pitch(25.4mm)

SERIA 400   
 

Center-driven   
Closed hinge   2 in.    pitch (50.8mm)

SERIA 900  -driven
Open hinge   1.07 in.  
pitch

Center
(27.2mm)

SERIA 1200   -driven   
Closed hinge   1.44 in.  
pitch

Center
(36.6mm)

SERIA 2000 Center-driven
Open hinge     1.25 in. 

 pitch
Sideflexing

(31.8mm)

SERIA 2400   

 

Hinge-driven   
Open hinge   Sideflexing    1 in.   

 pitch (24.4mm)
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FRICTION SURFACE

TEXTURED FLAD TOP

W celu uzyskania szerszej informacji, prosimy o kontakt:

Grzegorz Bartus
tel. 530 715 888
e-mail: g.bartus-kuba@wp.pl

Roman Mucka
tel. 793 715 888

e-mail: r.mucka-kuba@wp.pl

SERIA 900 DFT and FFT 
Center-driven   Open hinge  1.07 in. 

 pitch(27.2mm)

SERIA 900 SFT   
 

Center-driven   
Open hinge  1.07 in.  pitch (27.2mm)

SERIA 1100  -driven
Open hinge   0.6 in.  pitch

Hinge
(15.2mm)

SERIA 1400 FFT   Center/ -
driven   Closed hinge   1 in.  
pitch

Hinge
(25.4mm)

SERIA 1400 SFT  

  

Center/Hinge-
driven   Closed hinge  1 in.  
pitch

(25.4mm)
SERIA 2200  

 
Hinge-driven   

Open hinge  1.5 in.  pitch (38.1mm)
SERIA 2400  -driven
Open hinge   1 in.  pitch

Hinge
(25.4mm)

SERIA 400 NON SKID   

 

Center-
driven   Closed hinge  2 in.  
pitch

(50.8mm)
SERIA 800 NUB TOP   

 

Center-
driven   Open hinge  2 in.  
pitch 

(50.8mm)
SERIA 800  CONE TOP   -
driven   Open hinge   2 in.  
pitch

Center
(50.8mm)

SERIA 800 MINI RIB   Center-
driven   Open hinge   2 in.  
pitch

(50.8mm)

SERIA 1200 NON SKID   

 
Center-driven   Closed hinge  1.44 in.

 pitch(36.6mm)

SERIA 1400 NON SKID  

 
Center/Hinge-driven   Closed hinge  
1 in.  pitch (25.4mm)

SERIA 800  NUB TOP   -
driven   Open hinge   2 in.  
pitch

Center
(50.8mm)

SERIA 1100 NUB TOP   Hinge-
driven   Open hinge   0,6 in. 

 pitch(15.2mm)

TEXTURED FLUSH GRID
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ROLLER TOP

OPEN GRID SURFACE

W celu uzyskania szerszej informacji, prosimy o kontakt:

Grzegorz Bartus
tel. 530 715 888
e-mail: g.bartus-kuba@wp.pl

Roman Mucka
tel. 793 715 888

e-mail: r.mucka-kuba@wp.pl

SERIA 400   
 

Center-driven   
Closed hinge  2 in.  pitch(50.8mm)

SERIA 400 Transverse   

 
Center-driven   Closed hinge  2 in. 

 pitch (50.8mm)

SERIA 400 Angled Roller
Center-driven   Closed hinge   2 in. 

 pitch(50.8mm)

SERIA 800   Center-driven   Open
hinge   2 in.  pitch(50.8mm)

SERIA 1400   

  

Center/Hinge-
driven   Closed hinge  1 in.  
pitch

(25.4mm)
SERIA 2400  

 
Hinge-driven   

Open hinge  1 in.  pitch (25.4mm)

SERIA 200  

 

Hinge-driven   
Closed hinge  2 in.  pitch
Non flush edge

(50.8mm)
SERIA 900   

 
Center-driven   Open 

hinge  1.07 in.  pitch (27.2mm)

SERIA 200  

 

Hinge-driven   Open 
hinge   2 in.  pitch    Non 
flush edge

(50.8mm)
SERIA 400   

 

Center-driven   Open
 hinge   2 in.  pitch   Non 
flush edge  

(50.8mm)

SERIA 600   -driven   
Closed hinge   2 in.  pitch

Center

Non flush edge 
(50.8mm)

OPEN HINGE SURFACE

MUTLI-LANE

SERIA 800  -driven   Open 
hinge   2 in.  pitch   F

Center
lush 

edge 
(50.8mm)

SERIA 1600   Center-driven   
Open hinge   1 in.  pitch(25.4mm)



PERFORATED FLAT TOP SURFACE

RAISED RIB SURFACE

W celu uzyskania szerszej informacji, prosimy o kontakt:

Grzegorz Bartus
tel. 530 715 888
e-mail: g.bartus-kuba@wp.pl

Roman Mucka
tel. 793 715 888

e-mail: r.mucka-kuba@wp.pl

SERIA 900 Flush Grid  Center-
driven   Open hinge  1.07 in. 

 pitch   Available widths:
4.7 in.  and 6 in.
(27.2mm)

(119.4 mm)
(152.4mm)

SERIA 900 Flat Top   

 

Center
-driven   Closed hinge  1.07 in.   

 pitch   Available widths:
4.7 in.  and 6 in. 
(27.2mm)

(119.4 mm)
(152.4 mm) 

SERIA 1100 Flusch Grid
driven    Open hinge   0.6 in. 

 pitch   
Hinge 

Available widths:
4 in.  and up in 1 in. 

 increments and 6 in.
 MTW

(15.2mm)
(76 mm)

(25.4 mm)
(152.4 mm)

SERIA 1400 Flat Top   Center/
-driven   Closed hinge   1 in. 

 pitch   
hinge

Available widths:
6 in.  and 9.3 in. 
(25.4mm)

(152.4 mm)
(236.2 mm)
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PRODUKTY £ANCUCHOWE

SERIA 900 Flush Grid  Center-
driven   Open hinge   1.07 in. 

 pitch   Available widths:
3.25 in.  4.5 in 
and 7.5 in. 

(27.2mm)
(82.6 mm) (114.3 mm)

(190.5mm)

SERIA 900 Flat Top   

 

Center-
driven   Closed hinge   1.07 in.   

 pitch   Available widths:
3.25 in. , 4.5 in.  
and 7.5 in. 

(27.2mm)
(82.6 mm)  (114.3 mm)

(190.5 mm) 

SERIA 900  Flusch Grid 
-driven    Open 

hinge   1.07 in.  pitch   
(85 mm)  Center

Available widths: 
(27.2mm)

85 mm

SERIA 900 Flat Top 

  

(85 mm) 

(27.2mm)
85 mm

Center-driven    Closed hinge   1.07 in. 
 pitch   Available widths: 

SERIA 900 Raised Rib  Center-
driven   Closed hinge   1.07 in. 

 pitch   Available widths:
1.1 in. , 1.5 in ,
1.8 in.  and 2.2 in. 

(27.2mm)
(29 mm) (37 mm)
(46.5 mm) (55 mm)

SERIA 1400 Flat Top   

 

Center/hinge driven   Closed hinge  
1 in.  pitch   Available widths:
3.25 in. , 4.5 in. , 
6.0 in.  and 7.5 in. 

(25.4mm)
(83 mm)  (114 mm)

(125.4 mm)
(191 mm) 

SERIA 1400  Flat Top 
driven    

Closed hinge   1 in.  
pitch   

(85 mm)  Center/hinge 

Available widths: 
(25.4mm)

85 mm

SERIA 4009 Flush Grid 

 
(25.4mm)
83.8 mm 85 mm

Hinge driven    Closed hinge   1 in. 
 pitch   Available widths: 
(for parallel running at ) 

SERIA 4009 Flat Top  Hinge
driven   Closed hinge   1 in.  
pitch   Available widths:  (for
parallel running at )

(25.4mm)
83.8 mm

85 mm

SERIA 40014 Flat Top   Hinge 
driven   Closed hinge   1 in.  
pitch   

(25.4mm)
Available widths:  (for

parallel running at )
83.8 mm

85 mm


